Specification of Video Files for Broadcasting on Plasma Screen Displays of the Information, Advertising and Reference System of EXPOCENTRE Fairgrounds
 The system allows broadcasting of static images and video clips on plasma screens

1. Media types:
· Static images and video are received on any digital media as well as through cloud services.

2. Static Image Specification:
	File Type
	JPEG, PNG, BMP, TIFF, TGA, EPS

	Image size
Frame Rate
	at least 1920х1080 pixels
at least 25 fps

	Image Orientation

Frame Ratio
	Landscape                  
16:9

	Colour
	RGB



3. Video File Formats:
· Containers: AVI, MKV, QuickTime, WMV, FLV, BDMV, 3GP, MP4, VOB, ts, MPG.
· Video codecs: MPEG1, MPEG2, MPEG4, WMV9, H.264, H.265, VC-1.

Please, note:

· Files with progressive scanning mode are preferable.
· The names of the files submitted should only consist of numbers and Latin letters.
· Materials submitted in a format different from the recommended for reproduction on plasma screens (see above) will be shown in the initial proportions, but will have black margins on either side of the image.
· On the plasma screens placed in the exhibition pavilions, the acoustic level is reduced to the permissible minimum. In some places, video materials are demonstrated without sound.
· The timing of a video should not exceed 15 seconds. Otherwise, an extra cost should be paid.
· Video materials should be submitted not later than 3 working days before the demonstration starts.
